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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

---: 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
ltl' 

D., .. ,. of Inspection: 

l2 I 
Shiftj irst or Second) 

l-t"lZsf-
Monitor 10: 

Instrument Calibration Gases: 
::>- t . 

Background Instrument Readang: -o 
location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down .,.. 

LAR 
- -

CARBON OR 

SDS Shredder Ru7 Down --

ATDU/OWS Ru7g Down -
Area 8 --Tanks 52,53,54 Ru:{ng Down 

Tanks 02 throu h 04 
-

Distillation Unit Runnjng Down 

i/ 
-

Tank 51 Down - ~ 
Tank 55 Ru~?n~ 

Down - -
------

-----------

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: c [) W\;f~-1-I)~ :e_ 

Date of ln~ecrion: 
11__ ., /tl 

I Time: .S; 6 G f; JcV/ 

Shift: (First or ~~'3J) 

Monitor 10: 
(!2, ·"' ~· £ e-"- e ).{;([) () 

Instrument Calibratio.!l.§ases: -f 1 
:l'Sc h"- '/ /-e_ VL ( / 6_ 0 .(1t(' IV1 

Background Instrument Reading: 
0

, G vv 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in : 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time ' 

Vapor Recovery System: Running Down 

I 

CARBON OR tC~~ ~// 
~~~

- lll - - -· ---~-~ 
' 

SDS Shredd~---/ 
Running Down f! rJ 

/ 10 ;L .. 
- -

ATDU/OWS Ru7 
Down 

/)_ ~,(/ ft /t) -- --

I 

-

' Area 8 --Tanks 52,53,54 RunniptJ Down ft tl! 
' (Tanks 02 through 04) r/ )_.() ~ () - - "'----

' Distillation Unit Runyg Down 

tiD 7 I 6 A rl ), ':J 

~- -

I 

I Tank 51 
Running Down 

J "/ / g If rJ 
t/' /, ]_ 

~ 
- ~~--·

-

Tank 55 
Runn[.tig Down 

! & ~ 1 I _0_ ft (!) ~ 

./ O.G 
-

Revised 2/10/09 . •' .,, 
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D. 1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditl0n D .1 .17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

.and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Time·-·; 
l: 

Monitor ID: 

Instrument Calibration Gasecl 
0 

Background Instrument Reading~. K • l) 
Location of Carbon 

Control Device 
Unit Status 

Vapor Recov~~~em: J~un~lng 

CARBQN m( FLARE*/) 

SDS Shredder 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

\' 
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILy AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditTon 0.1.17 Record Keeping Requirements (c) 

~ 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration G~ses~(· 
{ u . () 

Background Instrument Reading: 

Location of Carbon 

Control Device 
Unit Status 

Vapor Recovery System: 
/::r~··, 

ft/ \ 

cARBO.N oR ,fl.ARs> · 
SDS Shredder~# 

ATDU/OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1 . 17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases: 
J. 

Background Instrument Reading;/~.1 
' ' '"-,.> 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off BoxNo. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBQN OR FLARE* 

SDS Shredder Running Down 
'"--~~;,pJ''""; 

ATDU/OWS Runnin~. -- /~"' 

Area 8 --Tanks 52,53,54 Running. 

Tanks 02 throu h 04 \ /// 

Distillation Unit 

Tank 51 j/" 

',.J''/ 

Tank 55 Runnillg •. 
',""',// 

Revised 2(1 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -?:e j(l ~~+ ._, 
-e ,.- (jf/, 

Date of Inspection: 

r2IL/!t! ~-~ 
(/ I Time: ::::6cf}0/! 

Shift: (First or ~~ ~ ; 
::, e.~ 0 !'\ {/ 

Monitor ID: (1/ I ' f? l.aoo 
fVl' "'f'-

Instrument Calibration Gases; /: 

r 'S o h ~ +,. cf' vt .p __ la(j fj'eVJ_ 

Background Instrument Readwng: o,o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Reco~~tem: 
RunninQ Down 

CARBON OR FJRE;} 
j/ ~ lt .N --

SDS Shreddef--/ Running Down 
!9: g (j lf ;l/ 

(/ / 

- ----
ATDU/OWS Ru7~ Down () !I) /J-) £) 

- -

Area 8 --Tanks 52,53,54 R~rig Down ...--
0 0. ft !!) 

-

{Tanks 02 through 04) 
.) l i <: 

-
I ._) 

Distillation Unit RunjP9 Down 

41~ 3 r.( I i 4 tt/ - - ----
I , 

Tank 51 RunJg Down 
''1'10/ ff /1/ ·-, ~) - -

\, / 
{ { ' ~r 

---

:Tank 55 Ru7g Down g /1/ ~· - -
----

-~--
---- -

- -

Revised 2110109 
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D. 1. CARBON ADSORPTION MONI'fbK.ING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Conditfon 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or SeconQ) 
·~ '"'' 

Monitor ID: 

Instrument Calibration Gases: 
l 

Background Instrument Reading:r· 
\ .• ; 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBQN OR FLARE* 

SDS Shredder Runnin~. Down 
t~#'"J'" 

ATDU/OWS Running Down 
<>'""o" 

\"--""'' 

Area 8 --Tanks 52,53,54 Runni~g Down 

Tanks 02 throu h 04 "<=0~'''' 
•. 

Distillation Unit Running Down 
// 

Tank 51 
Runni9g Down 

-,,_,?'' 

Tank 55 
Runnj.ng Down 

.... / 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Co-ndition D .1 .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 
:!JSuh .Ji-viii~D 

Background Instrument Rea~· 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recove~ System: 

CARBON OR /FL~ 
SDS Shredder 

ATDU/OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

RunJg 

v 
Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

-

--
....---

....---
._-/ 

-----

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

~ -----.. 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditi0n D .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box. No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
·~ 

GARBQN OR FLARE* 

SDS Shredder 
Running 

~-~./"~,~/" 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 9"/" 

'"·""'/' 

Tank 51 
Running 

, Tank 55 
Runniryg 

\,.,/"'«''/ 

--- ---------------- ---- ---- ·- --------
- --------------------

-----------------
--------- ·-·-

Revised 2110/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 
ConditiOn 0.1.17 Record Keeping Requirements (c) . 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: , 

Instrument Calibration Gas~s: , 
~r:."'"h:_t~tv -.of~-""""": ,)' \ . 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 
Control Device Insp. Replacement Roll Off Box No. for 

Offsite Combustion 
Y/N Date Time 

Vapor Recovery System: Runj Down 

Runnr9 Down 
\. -

ATDU/OWS RuVg Down -! 
Area 8 --Tanks 52,53,54 RJing Down 

, Tanks 02 throu h 04 -
Distillation Unit Rul{ning 

\{ 
Down 

Tank 51 ~tning Down 
c--' 

! 

Tank 55 ynning Down ·-\ 

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITOR1NG LOG FOR DAILY AND QUARTERLY 

Gondition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditi0n D .1 . 17 Record Keeping Requirements (c) 

. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: r c)\ r .··· 

Date of lnspectiQn: / 

1.2./7 ll 
I Time:'· ., 

Shift: (First or Secopd) 

c~ccc ld 

Monitor 10: 
j !) i 1< C:( 2c -~ ··c: 

Instrument Calibration Gases: 
1 sc.~::;·~ ,}(.E /\,.·E ; 

/' ,·~ 

Background Instrument Reading: 
~~~;. 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in I 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

- ........ / 
ll 

•... 

CARBON OR FLARE* 

SDS Shredder Running Down \ 
I ,:__ .. 

j\ 

ATDU/OWS 
Runnirw Down 

\.. ......... \ •... ~ .'.?. · .... : 

Area 8 --Tanks 52,53,54 Runnin.g Down 
.\ 

/'·-

(Tanks 02 through 04) 
// 

-4 "> '/ 

"%,,,,/''' ' 
I 

.. 

Distillation Unit Running Down 
\..( 

j 

'''"'""'/ 

,,·' 1(~1 / n '/ 

Tank 51 
Runni9g Down '{:, (:· 

, .. ~J 
I 

_, 

Tank 55 
Runnlr\g Down 

"'",f''/ 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Conditfon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

. ~ 

~ 

. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date oJ lrt~J?E?~tion: I Time: r . ~'\ ~. ·.· . 
j.)./r'; ;~/ 1l 1 / '" '· 'il·; 

, ,,_. r \,.,; / t ~ -
"""'~ ~" , 

Shift: (First or $econd) 
~l~:· .. l~?\_¥\· 

Monitor ID: 

Instrument Calibration Gase~: 
'l' 

Background Instrument Re~clif!.a: 
I ' I 

"'"'""' "'··~fj 

location of Carbon 

Control Device 
Unit Status 

Running Down 
-/ ,. 

J 
Run~;~'ing Down 

\I 

ATDU/OWS I Runl!11ng Down 

'\/ 
Area 8-- Tanks 52,53,54 Runrrlng Down 

Tanks 02 throu h 04 \/ 

Distillation Unit Runqlng Down 

'J' 

Tank 51 I RunnY,g Down 
\' ·I 

Tank 55 I Runni~g Down 

.I 
...____::J 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

--~--- ~
 ~ ~-

·-----
-~--~-

------
-

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

\' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTI::KL Y 

Condition_ 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit; 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 
f) L·"li'Jl f ~P'J ~~ 
it::> J • 1 L~.q-- ' , 2 

Background Instrument Reading: C'' 
/I 

Location of Carbon Unit Status 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Date Time 

Vapor Recovery System: Running Down 

L/ 
- - ="""~'"""~--

-=.,.,-,,-,_
 - -

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

-~ 
~ 

----~--

ATDU/OWS RJg 
Down 

~ 

~ 

Area 8-- Tanks 52,53,54 R~ 
Down 

~-

Tanks 02 throu h 04 

-..==---='" 

.-=-~-~-
"'==..-=

= 

Distillation Unit 
Runni')i Down 

- ~·~ 
'"~~-=-

--'"--~
~--

J 

Tank 51 
Ru7g Down 

~- --

Tank 55 
Run ng Down 

-=--
~ 

Revised 2/l 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FuK urm ... .. 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn D .1 .17 Record Keeping Requirements (c) 

. 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:, 

Monitor 10: 

Background Instrument Reading: 

location of Carbon 
Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS '-.~·. 

Area 8-- Tanks 52,53,54 Runnir1~ 

Tanks 02 throu h 04 
~·""'"r' 

Distillation Unit 
Running 

"•<,gf~·' 

Tank 51 
RunnJpg 

''=•>«"~ 

Tank 55 
Runn[ng 

,__,_.~-··/'' 

Revised 2110109 
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"- D. 1. CARBON ADSORPTION MONITOFm.JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

CbnditiOn D .1 .17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

0.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -j:~ j C .~ 
~- ./6!/"''iJ cV\ 

Date of Inspection: J /Time: 
suo ff V"l l I f;;L I I {J II r·-"--

Shift: (First or~ 
.5 e-el)"') 

Monitor ID: 
J-oo , VI i, Icc__ c 

Instrument Calibr~ion Gas+: I 
J_ 'S (J b (A_ \f {_, 'L (___. 16 () 'tl v-i'\ 

Background Instrument Reading: J 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in I 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time ! 

Vapor Recovery System: Runnipg Down 

CARBQN OR ~~) vi - ___;_, f+ -
_, 

!l) 
,_ 

SDS Shredder----- Runl}ing Down 
0 R rJ tl --- - ----

ATDU/OWS Runnipg Down 
A rJ / ,-l} 1 ! I - '-'--' 

I t , cc· ' 

Area 8 --Tanks 52,53,54 Runnil}g Down 

~r~l fl rJ (Tanks 02 through 04) v ~-) 3 ?) "() - ~ 

Distillation Unit Run/g Down I 

5/ ~ 0 !U J_63LI 4 ./ ~ 

Tank 51 Runni,9g Down o,1 () A rJ i j j{l - "--------
;,/ 

--- 1 

~ 

Tank 55 Runni9g Down 
I v 4 () ' Pr - ----

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: e._) c 0 ,v--yJ+ {; '\ 
Date of !nsrection: 

/.f-( [I /{ 

i 'Time: 
~ 6 ,_) f1 V'-'1 

Shift: (First or~) 
Scco'" J 

Monitor ID: 
IN\' V\ I IZ "'--f.. .}_660 

Instrument Calibration Gases: 

:r ') 0 b t.A--1- C/ ~<._ <A (_.-
(6o 1P,#I4 

Background Instrument Reading: (), 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down -
CARBQN OR -~~-

// ___.- - II- fL/ - -

SDS Shredder Running Down f >'"\ 4 rJ /' r L( '-i 
I I 

~ -
ATDU/OWS Running Down 

!~') s ~ IT rv 
~ ;}_I 0 - -

Area 8-- Tanks 52,53,54 RunJ' Down 
j{ D c( 6 4{~ f1- ftl 

{Tanks 02 through 04) 

- ,--

Distillation Unit Runni119 Down 

{~2 ~ 0 ;17 fiJ .. / ~- f - - ---------------
Tank 51 Run'?g Down () !1_ iV 

~ 

.. 

v / ) ~9_1 i ( -- -~ 

Tank 55 Ru<'/ifig Down _/ 
i 

l, )_ "1 II 
-

,) 

-

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 
1S 

Background Instrument Reading:O. 
'/i 
~, 

Location of Carbon 

Control Device 
Unit Status Inlet 

Vapor Recovery System: RuC71 Down 
1 

.,.--

CARBON OR FLARE* 

SDS Shredder ~g 
I Down 

ATDU/OWS IR~ !Down 

Area 8 --Tanks 52,53,54 R~ 
I Down 

Tanks 02 throu h 04 

Distillation Unit RJ 
I Down 

Tank 51 IR~ I Down 

Tank 55 !Ru~ I Down 

Revised 2/10/09 

Exhaust 

---
Visual 
Insp. 

-------- ·---, --- - -,-~~~-~--·
-"-",----

Carbon 
Replacement 

Date Time 

--

. .-. .-

I"-
.-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

·--
-
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1 .17 Record Keeping Requirements (c) 

. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·h. H ( :# 
\ 

1 I (/W ,·(Jf'C 

oate8/f Inspection: 

· r> i tr 
Time: 5 ~ (;D j)~ 

Shift~ (Ffrst or ~ot 
·~t~ 

Monitor 10: nl\ni kav 
Instrument Calibratioi~~s~:

. 
' oi:::i.A- I_() ~V! /DOr.r;>,, 

Background lnstrument~~0ding
: 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

V~~ecovery
 System: Running 

Dln A 
\C"ARB~ OR FLARE* 

I 
- N - - "' 

- ' 

S'DS Shredder 
Running ~rn IYI ~ ~ .N -----

~ ~
 

ATDU/OWS 
Running Djn IG! J)o ·0 A AJ -----

-~ - -
Area 8 --Tanks 52,53,54 Running o~rn 3//i i"~i A N -

(Tanks 02 throuQh 04) 
f) 

__.-/ 
.,. --

Distillation Unit 
Running jn ic1v2·r /,. 3 0 P. ,f{ - - ""' 

' 

Tank 51 
Running Dopn ~~s- [. 3 () /A t/\l .......- -

~ 

..,..,--

Tank 55 
Running D1n S/1'1v u, I /I A ~ ,--- .___/ -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1. 17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of~nJii/tion: 

Shift: (First or Second) 
d 

Monitor 10: 

Instrument Calibration Gases: 
f 

Background Instrument Reading(: __ 
). 

v·, 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I Run~ I Down 

I RJ!ng j Down 

RuJ I Down 

Running Down 

J 
1 Running I Down 

J 
1 Running I Down 

/ 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

\' 
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' ',, D. 1. CARBON ADSORPTION MONITOFm.JG LOG FOR DAILY AND QUARTERLY 

Condition D .1 .1 0 Carbon Adsorber/Canister Monitoring 

C6nditfon 0. 1. 17 Record Keeping Requirements (c) 
. 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of ln,spection: 
IJ1Lf'./ 
' I 

Shift: (First or Se~/nd) 

Monitor ID: 
1 rv 

Instrument Calibration Gases: 
I? . I 
I._O>Li 

Background Instrument Reading:r), 
~l 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBQN OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/1 0(09 

Unit Status 

Running I Down 

Running 

Inlet Exhaust 

--

Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

~~·~ 

·-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

r--=-==--<
=~ 

.--==-="=~~
~~=-...... 

_......=.-
--.~~~ 
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0.1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition. D. 1. 1 0 Carbon Adsorber/Canister Monitoring 

CbnditiOn 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Time~·~ 
'" / 

Monitor 10: 

Instrument Calibra!ion ... ~ases: 
'u·i;:JO u 0 

Background Instrument Reading: 

Location of Carbon 

Control Device 

ATDU/OWS 

Tank 51 

Tank 55 

Revised 2/10/09 

Down 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition.D.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditl0n 0. 1 .17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: Lp ~~-~OV\ e_ 

Date,of Inspection: " I Time: 

f'J'! I!/ 
_..r.., ..L.:L.. C) -(7 5~oD 11 "'I 

,,...._ '\.bi ~-=--::::, 

Shift: (First or $&) 
Sf' C.ci "'' () 

Monitor ID: _ (( 
tlv{ t "\ ; .e, Z.. )ooo ( 

instrument Calibration Gases: . . ~~ / 
::r:s () )J .A ,j i' Vt ( /t:•c:? l' f! r/) 

Background Instrument Reading: f 

p_, 6_ 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Runniny Down 

CARBON OR~) / 
- - /}_ t! - -

SDS Shredder- Running Down () I!) 
·I J lr - -
/ 

I 

ATDU/OWS Run7 Down /II f} 4) j ::; CJ 
_./ 

i t 1 
~ ') 

-

Area 8 -- Tanks 52,53,54 Run7 Down 0 5.o ff ;J 
(Tanks 02 through 04) 

,:} : () 
- --' 

Distillation Unit Runni9kl Down 
I ' ?(I ), a( 0 J4 Ill -

~./ 

~ 

Tank 51 Runni!J9 Down )j'(l \--
' A) () p 

~ 

~,/ 
/r 7 

.-' 

Tank 55 Ru:/g Down If ;J .:< 9' ' ( ( 

...-- .. /· 

)U 

Revised 2/10/09 .,, 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditfon 0.1.17 Record Keeping Requirements (c) 

. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

. 
. 

~ 

. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: ____ 
1

) ( ;,-f ... 
I e_ 6 fV'- ;(:;' • \ 

Date/~f lftpection: 

I) 17 // ~ 
II I Time~<-~ .f,J. ::;Q(')/t.r/l 

Shift: {First or~d) Seco'"t() 
Monitor ID: 

;1r1 ( ;1 ,' I(&:" c d-o (j o 
Instrument Calibration Gases:-,--. h ~--~~ / 

.)_so J1/\~ J '{_ ~'' t. i6of"frl 

Background Instrument Reading: t) r 
l), 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

VaporRecov~~tem
: Run,g Down .!1) 

~/ 
- -· H-

- -

CARBQN OR LARE* 

SDS Shredde'c/ Ru~/g 
Down 

/i 1 () H t) 
~ -

. 

ATDU/OWS Ru/ng Down 
/r 9: ,2' D 19- tl ,.---

...,_ 

Area 8-- Tanks 52,53,54 Ru/g Down 
"d' ·~ 'i (~ (f t:) 

-
(Tanks 02 through 04) 

() ). 
-

l 

Distillation Unit Ru? 
Down c( s, .cl-/ (j fi f!) -

d- { 

~ 

Tank 51 Run~ 
Down l Y{f 0 I '1 l () f1 tJ ...-- -

d 

Tank 55 Run7 Down () 
i II· rJ 

?: -7 (~ (? !6.0 - ~ 

,.. 

Revised 2/l 0/09 
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0.1. CARBON AbSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

.and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: --r--) / 

. .e I' L c •V'j(f 
r ./l v 

Date o~ lns1
pection: ' 

! !Time: 
! ~ I .. 'X / ! ! .?,r:_.,/ ..J.._"L..cl.t;;; 5'6o f1 r1 "' 

•c'-!1 j/ lj, ~ 

Shift: (First or ~ki) J 
Monitor ID: . . {(_ ~ ) 

ji'V'l ' <-') i ~ c -~_Q{)_n 

Instrument Ca~ation Gases: I 
L-suh<·~+'/ -e..vL (_6_c) et' JV:1 

Background Instrument Reading: 
0, {) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recov~y~tem: 
Running/ Down 

,// 
- 11 !J 

. I - - --
GARBQN OR FLARE';/ 

SDSShredd~ 
Run7 Down 

i /-l "- 0 ff ;J --- ----

ATDU/OWS Ru2g 
Down '~sci Pr tJ ), 1 0 ---- -

_1 ' 

I 

Area 8-- Tanks 52,53,54 Run7 Down 
) '"1 7 I 0 L/,1 ft tJ 

(Tanks 02 through 04) 

- ...-' 

Distillation Unit Ru7 
Down 

,J()/<6 s, ~ 0 11 rJ -- ~ -
Tank 51 RuJg Down 

) {'(:, (7 /, l (f ;J -
0 

-
Tank 55 Ru:png Down a 0 

__.-' 

I 0 I 

.....:-

-- - ------ ---------- - - ------

__ l ___ _L _ , ___ 

Revised 2/10/09 
. "-... 



D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiCm 0.1.17 Record Keeping Requirements (c) 

. 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det?cted as stated below under Note. 

D.1.14 CARBON AI)SORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

£~ 
CARBQN OR I FLAR 

SDS Shred 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

Ru~7g 
Down 

Exhaust 

__..,., 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditi0n 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 

Instrument Calibration, Gases: , 
· t· \;/ l• ,, 1· • Ld'\ 

·v· ... " . ~ , 1 )i • '"'"' •. A , : . 
v ! <cJ.-1/ '- \ ! \JV ~ 

Background Instrument R~ad.!ng: u u 
Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

,Rlinnirlg 
'-~ ..• ~····/ 

CFMn~i~'g1 ,#/ 

/" '*~~"''-'"-

tRunning , 
"-__._./ 

Down 

Down 

Down 

Down 

Down 

Down 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



,. 
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D. 1. CARBON ADSORPTION MONITORu'-IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6nditfon 0.1.17 Record Keeping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBQN OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8-- Tanks 52,53,54 
Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110/09 

Unit Status Inlet 

Down 

Running 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

\' 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. D .1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0 .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

-J~r Second) -:::4 
Monitor 10: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBQN OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Inlet 

Running: I Down 
-_,_#,./~) 

Running 

Down 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

\' 
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'-- / D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

• 

' 

J 

• 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -r-e j ( -/-
e .11 lA" ~P c ./, 

Date of lnfpection: 

!JI1l tf ~-~~, 
j fim~c -1. ~ uv :<5offt~'~ 

Shift: (First oriSedo~ -
Monitor ID: 

"""~· ·"" j • £. ~ u ~lo o o 
Instrument Calibration Gases: 1 

~ l l! ! 1o Pf til 
.:..J.... sa Ja G._ Tv 1 ~- i11_ e._, 

Background Instrument Readi'ng: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

I~ Recovery System: Running Down; 

~ OR FLARE* 
/ --- ff -

o' 

\. - -
~Shredder 

Running 
D,/ 

ft rl ~ 

,, 

--
ATDU/OWS Run7g Down 

3;) fp ff fij ~ -
v 

Area 8 --Tanks 52153,54 Runnii}Q Down ~ ff t) 

(Tanks 02 through 04) ,/ tl:Z'::, (), 
- -

Distillation Unit Run
1

7' Down 
~~ l1 J fJ rJ - -

Tank 51 Run'g Down I ff p) 
i l s l, ()l 3 0 

..-' 

I 
-

Tank 55 Run/ Down 6 ft 
-

{( 0 '1 (') I I - ~ 

.( 

\ 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS sh.redder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 1 M { 
\" J I {v\0 ( rDff:C; ,A, 

Date of Inspection: Time:_ 

lJ//JJI! I b ~ C() ~~"' 

Shift: (First or Second) 

1:()2;:,+-

Monitor 10: m . kP 
111ni ,~w :)coo 

Instrument Calibration Gases: 'A~i /v · 
=P;c/:~" '" p 

/UOAJJ;, 

Background Instrument Reading: 
., 

lJ-D 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in l 

Control Device 

Insp. Replacement Roll Off BoxNo. for 
1 

Offsite Combustion I 
I 

YIN Date Time 
I 

I 

Vapor RecoverySystem: Running Down 

~ / A A\ 
CARBON oR{fLAI)I2\ - - -
SDS Shredd£rr-' Running D~ ,~<$. vD A N 

..___ -

ATDU/OWS 
Running 01 5c?). l5 A fY -;-- - - -

Area 8 --Tanks 52,53,54 Running Do~n 

/L/10 ~ 7- (JJ A !\I 
.___ 

{Tanks 02 through 04) I 
--

Distillation Unit Running 07 ld-Sl 1"? .13 A ~~ -- -

Tank 51 
Running D~ 111¢- '~ 6 ti 1\\ -

J 
- -

Tank 55 
Running orn ;or;-:r .7- If 

,, 

~A f\j -- -~ 

Revised 2/10109 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn D. 1 .17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ---r-) C -1- _ ~ 
I e._ !iVV""'/ V 

Date of ,Inspection: c I Time: 
.~'(do fl vv1 

I~: i' '::> /I . 
. ' 

Shift: (First or~) 
S'Lcc"") 

Monitor ID: 
(?t1 ·. ' PAL ~~{)t)_O 
; ' ! /1 ! 

Instrument Calibration Ga~es: / / 

7:. " n " . -r ,/ I --e. n. f..,._. lt,r\ Pifl vV) 

Background Instrument Readirlg:Q_ c Q 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 1 

Control Device 

Insp. Replacement Roll Off Box. No. for · 

Offsite Combustion 

Y/N Date Time 

~~ecovery System: Running Down fl // //---
111 

....___ 

(cARB~ OR FLARE* 

-
-

S'US Shredder 
Running D~/ () 0 If N -

I 

-

ATDU/OWS Run~!?J- Down f} rJ 
-~ ~ 

-
.,) 

-
Area 8 -- Tanks 52,53,54 Run7 .. 

Down C1 (f A) 
(Tanks 02 through 04) /0 d '7 :), I 

- -
Distillation Unit Ru~yf( Down 

f { ';; l fr rJ - -
' / 

//_. ~ . r . ' 

Tank 51 Ru~7 
Down _ __..-/ f) rJ -

f J_ G S 0, 'e 

'Tank 55 Run:'g/ Down rJ --
/I I I 

" 

t 

I 

-----· -----

, __ ·-·--- ---------------

I 

Revised 2/10/09 .,. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for YOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is det~cted as stated below under Note. 

---- . -- ~-
- ----- ---- - -----.--------- -~T_-~

------
-·---

-----· 

Inspector: 
-{.e_) l o~,il o ~ 

Date rf 'Jirection: 
I) 2'Q,// "~ 

.;, Time: { uo fltN1 

Shift: (First or~) '"' " J 
0 t CD"'"'-

Monitor ID: 
t'~f1,'V\ l' ((e.,_ L- J 0 0 0 

Instrument Calibratiob Gases: 

:r .,, (\ l -+ ,( I -t .A L /Oo fPr"1 

Background Instrument Reading: 0, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off BoxNo. for 

Offsite Combustion 

YIN Date Time 

,~ecovery System: Running Down 

VI - - (7 ft) 
OR FLARE* 

- -
S9S--Shredder Running D/ 0 0 IT rJ - --
ATDU/OWS Run'g Down 

'4-t?; f! u C) ~) -.--

Area 8 -- Tanks 52,53,54 Run/g Down i ( ~ fl 
(Tanks 02 through 04)_ 

r 7 J.- 1 0 rJ - ....-

Distillation Unit Run7g Down f1 tJ 
13[,~ ft 3 (j - ..--

Tank 51 R/g 
Down I fi rJ l:) )~ {, ( 0 -

I '-'..,;... 

-

Tank 55 Rurg Down 
Q,~ J ; ';)__ "3 'l (!) l±~ 

' - ---
I 
' 

Revised 2/1 0(09 
\' 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Conditfon D .1 .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of11~~j~;c}ion:
 

!(jJ ,-.} \~/ 

Shift: (First or.~.eco'ld) 
·.1 .. ·~ .,,l__ . ·~--

Monitor ID: 

Location of Carbon Unit Status I Inlet 

Control Device 

Vapor Recovery System: Running Down 

1',/''""'~~~~ 
/ . 

CARBON OR L * 

SOS Shredder 
Runn)ng Down 

ATOU/OWS 
I Runn}ng Down 

I 

I 
li I Down 

Area 8 --Tanks 52,53,54 Runn)ng 

Tanks 02 throu h 04 
;j 

Distillation Unit Run~ng 
. I 
\• 

Down 

Tank 51 
1 Running I Down 

/ ;, 

Tank 55 
I Running 

J 
I Down 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box. No. for 

Offsite Combustion 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Gondition 0.1 .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of Inspection: Time: 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Running 

if'"-'~-¥'"· .. , 

CARBON OR LARE'~< .. "" .. ~ 

SDS Shredde Running 
~-~~~/ 

ATDU/OWS Running 
l~.#/""p) 

Area 8-- Tanks 52,53,54 Run.ni~g 

Tanks 02 throu h 04 
t,.c~"/ 

Distillation Unit RunniJ19 
,£,,,.p/'~ 

Tank 51 
Running 

// 

I••'' 

Tank 55 
Running 

J ?'"" •' 
---------- ---

---
~--

---
---

- ----------------

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1 . 17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCJ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First or' second) 

1=-· 
Monitor 10: 

Instrument Calibration Gases:, 
"J'~~-s~ t";l, 

Background Instrument Reading:~" I ~} 
~-f 

Location of Carbon 
Control Device 

Vapor Recovery,;;:§~stem: 

CARBON OR /L~Ret 
SDS Shred~ 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110109 

Unit Status 

Running I Down 
/ 

/ 
'" / ';,/ 

Run~'9 

v 
Down 

1 RutY9 I Down 

V' 

Runnjrlg I Down 

v 
Runrg I Down 

\; 

l::e: I Dowe 

Down 

v 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



I 

T ..... ~..- ~n 

- 'i 

0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn 0.1.17 Record Keeping Requirements (c) 

. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition. 0.1.1 0 Carbon Adsorber/Canister Monitoring 

C6ndit!On D .1. 17 Record Keeping Requirements (c) 
. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

ConditiOn D .1 .17 Record Keeping Requirements (c) 
. . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. · 
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